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INSTRUCTION SHEET
PART # 4204
67-72 Chevy 2WD Truck & SUV
LS Engine Swap Mounts

This kit is for installing an LS engine into 2WD 1967-72 Chevy/GMC Pick-up

trucks and SUVs.

This is a complex engine swap project and there are many installation factors to

consider when installing the engine. This guide offers general instructions for the

proper installation of the engine mounts only. For further details regarding how to

perform this swap, consult a certified mechanic and/or published literature from a

qualified source, created specifically for this engine swap.

2- 1/2”-13 x 3-3/4” Hex Head Bolts

2- 1/2”-13 x 1” Hex Head Cap Screws

4- 1/2”-13 Nylon Insert Locknuts

8- 10mm-1.5 x 30mm Hex Head Bolts

8- Split Lock Washers

8- Flat Washers

HARDWARE INCLUDED

FRAME BRACKET*

FACTORY SB CHEVY
FRAME STAND
(Not included)

1/2”-13 x 1”
Hex Head Bolt*

Lock
Washer*

Lock
Washer*

PARTS WITH AN ASTERISK ( ) ARE INCLUDED IN KIT*

10mm x 30mm
Hex Head Bolt*

1/2”
Flat Washer*

1/2”
Flat Washer*

1/2”-13
Lock Nut*

ENGINE
BLOCK

ENGINE
PLATE*

1/2”
Flat Washer*

Bushing Sleeve*

1/2”
Flat Washer*

Polyurethane
Bushings*

1/2”-13 x 3-3/4”
Hex Head Bolt*

10mm x 30mm
Hex Head Bolt*

FRONT

TOP

1/2”-13
Lock Nut*
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